CPAC SOP

APPENDIX C

MCO 4790.18 – FORO P4795.1 CORROSION CATEGORY EQUIVALENCY CHART
	CATEGORY
	DEFINITION
	GOAL
	MCO 4790.18 EQUIVALENT CATEGORY

	Corrosion 

Condition 1

(CC-1)
	Requires little or no effort.  Is in the best condition with regard to corrosion.   
	The goal at this level is maintain the end item as 

CC-1.
	None

	Corrosion 

Condition 2

(CC-2)
	Requires surface preparation and spot paint at the operator and/or organizational level. 
	The goal of this effort should be to return this end item to CC-1.
	None

	Corrosion 

Condition 3

(CC-3)
	Requires effort beyond the operator level and will require assistance at the mechanic/technician level beyond the organic level.  Example:  Spot painting has arrested the corrosion, but the vehicle requires complete repainting and overcoat.  Must be managed by the Unit Commander and inducted into the CRF for painting.
	The goal of this effort is to schedule the end item into the CRF and return the end item to CC-1.
	CATEGORY-A:
Paint and undercoating only.

	Corrosion 

Condition 4

(CC-4)
	Requires repair to sheet metal or major frame components beyond the organizational level and must be inducted into Intermediate level repairs prior to induction into the CRF.  Example:  Chassis frame rails on HMMWVs, or support frames on cargo trailers.
	The goal of this effort is to immediately induct this end item into the Intermediate Maintenance Level and manage the repairs through the IMA and into the CRF.
	CATEGORY-B:
Paint, blast, and undercoating with minor body work (i.e., replacement or repair of components such as doors, fenders, or battery boxes due to corrosion.)

CATEGORY-C: 

Includes everything listed in CATEGORY-B, in addition to component disassembly required to arrest and treat corrosion.

	Corrosion 

Condition 5

(CC-5)
	Is degraded to a degree that requires replacement of the end item based on the deterioration caused by corrosion.
	The goal of this effort is to replace the end item.
	CATEGORY-D: Requires depot (5th echelon) maintenance.
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