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	CPAC Checklist for all HMMWVs

	TM Fig
	Component
	CPAC Method
	Completed

(

	GENERAL VEHICLE

	
	General vehicle exterior.
	Perform fresh water washdown with additive as soon as possible after exposure to sea water. (Section 4-4)
	

	
	Damaged, scratched paint down to bare metal.
	Touch-up paint with CP-P1 (exterior surfaces) or CP-P2 (interior surfaces). 

If on deployment, and little time or materials are available, use temporary preservative Amlguard until touch-up painting can be performed.
	

	
	Threaded fasteners, except self-locking styles.
	Coat threads lightly with Tef-Gel (preferred) or 

zinc dust antiseize.
	

	
	General lubrication points.
	Perform lubrication on all points specified in TMs, LOs, or LIs.
	

	
	Headlights

(See also Engine Compt. Section for reverse sides)
	· Apply CPC Type III to all electrical components and connectors.

· Apply CPC Type II to alignment ring

· Apply Tef-Gel on all screw threads upon  reassembly.
	

	
	Taillights and turn signals.
	· If opened, spray Type III CPC on internal electrical connections.

·  Small VCI emitter foam tape can be added inside before reinstalling cover.

· Tef-Gel on all screw threads upon  reassembly.
	

	
	Lifting shackles.

(front and rear)
	Fluid Film or Carwell on pin, moving parts.


	

	
	Rear trailer power receptacle.
	Type III CPC inside receptacle.
	

	
	Towing Pintle
	CPC Type II on hinge areas.
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	CPAC Checklist for all HMMWVs

	TM Fig
	Component
	CPAC Method
	Completed

(

	UNDERCARRIAGE, SUSPENSION, WHEELS/BRAKES

	
	Lower control arms, front and rear, left and right
	Treat with Fluid Film.


	

	
	Fuel filler pipe.
	Treat with Amlguard.


	

	
	Fuel lines.
	Treat with Fluid Film.
	

	
	Transmission/ Transfer Cooling Lines
	Treat with Fluid Film.


	

	
	Brake lines 
	Treat with Fluid Film.
	

	
	Parking Brake.

 
	· Treat ends of brake cable with Fluid Film.

· Treat brake caliper and mounting hardware with Fluid Film.

· Treat brake lever with Fluid Film.
	

	
	Transmission/ transfer control assembly and shift rods (may require some work from interior of vehicle)
	Treat with Fluid Film.


	

	
	Suspension crossmembers

(front and rear)
	· Hollow sections: Fluid Film

· Fasteners: Fluid Film
	

	
	Fasteners, General
	Treat with Fluid Film
	

	
	Engine Mounting Bracket
	· Fasteners: Fluid Film

· Crevice between bracket and frame rail: Fluid Film
	

	
	Front Driveshaft Bearing Mount
	Treat with Fluid Film.
	

	
	Radius Rod
	Treat with Fluid Film.
	

	
	Starter
	Treat terminal lugs with Dow Corning RTV 3140 or 3145 after connections have been made and secured.
	


	CPAC Checklist for all HMMWVs

	TM Fig
	Component
	CPAC Method
	Completed

(

	ENGINE COMPARTMENT & ENGINE

	
	Hood.
	· Treat moving joints of latch with Fluid Film.

· Treat hinge with Fluid Film.
	

	
	Headlamps (back side)
	Treat with Amlguard.
	

	
	Radiator.
	· Side rails: Fluid Film

· Headers: Fluid Film

· Supports: Fluid Film

· U-Bends: Fluid Film
	

	
	Glow Plug Module Connector
	Apply CPC Type III inside upon connection.
	

	
	Throttle and governor linkage.
	Apply CPC Type II to moving parts & joints.
	

	
	PCB Connector
	· Interior: CPC Type III.

· Exterior: Use RTV 3140 silicone rubber to seal.
	

	
	Hood Wiring Harness Connector
	· Spray inside of connector with CPC Type III.

· Seal exterior with RTV 3140.
	

	
	Thermostat
	Apply Tef-Gel on exposed thread areas.
	

	
	
	
	


	CPAC Checklist for all HMMWVs

	TM Fig
	Component
	CPAC Method
	Completed

(

	INTERIOR TROOP/CARGO AREA

	
	Battery box.
	· Remove cover and batteries.

· Clean compartment and batteries per Section 4-7. Touch-up paint as needed.

· Install Battery Mat, and re-install batteries. 

· Apply petrolatum or other suitable protective compound to battery posts.  Use dust and moisture boot if present or available (Kit P/N 5935425)  Apply Tef-Gel or zinc dust antiseize to threads of battery clamping studs.

· Re-install box cover
	

	
	Transmission/ transfer shifters
	Apply Fluid Film to moving parts and joints.
	

	
	Parking brake lever
	Apply Fluid Film to moving parts and joints.
	

	
	B-pillar
	Apply Fluid Film to interior areas.
	

	
	Throttle Spring and Cable  
	Treat with Fluid Film.
	

	
	Service brake
	Apply Fluid Film to moving parts and joints.
	

	
	STE/ICE Connector
	· Apply CPC Type III to interior of connector upon installation.

· Apply RTV 3140 sealant to threads and cap.
	

	SPECIAL PURPOSE KITS

	
	Troop Seat Kit

(Interface between kit and body)
	Fluid Film


	

	
	
	
	


	CPAC Checklist for M1043 HMMWV Variants

	TM Fig
	Component
	CPAC Method
	Completed

(

	M1043 Series HMMWV VARIANTS

	
	C-pillar.
	Treat with Fluid Film.
	

	
	Cargo shells.
	Treat with Fluid Film.
	

	
	Cargo door latch.
	Treat with Fluid Film.
	

	
	Weapon station.
	· Hatch: Treat with Fluid Film.

· Tray: Treat with Fluid Film.

· Weapon station support tube assembly (k-brace): Treat with Fluid Film.

· Turret support ring: Treat with Fluid Film.
	

	
	Roof assembly.
	Middle seam: Treat with Fluid Film.
	

	
	Doors.
	· Latch assembly (interior and exterior): Treat with Fluid Film or Dry Film Lubricant.

· Hinges: Treat with Fluid Film or Dry Film Lubricant.

· Window Slides: Treat with Fluid Film or Dry Film Lubricant.
	

	
	Gunners platform.
	Treat with Fluid Film or Carwell.
	

	
	Drip Rails.
	Seal with RTV DC3145.
	

	
	
	
	

	
	
	
	

	
	
	
	


5-Ton Trucks
	CPAC Checklist for 5-Ton Trucks

	TM

Fig.
	Component
	CPAC Method
	(
OK?

	GENERAL VEHICLE

	
	General vehicle exterior.


	Perform fresh water washdown with additive as soon as possible after exposure to sea water. (Section 4-4)
	

	
	Damaged, scratched paint down to bare metal.
	Touch-up paint CP-P1 (exterior surfaces) or CP-P2 (interior surfaces). 

If on deployment, and little time or materials are available, use temporary preservative Amlguard until touch-up painting can be performed.
	

	
	Threaded fasteners, except self-locking styles.
	Coat threads lightly with Tef-Gel (preferred) or 

zinc dust antiseize.
	

	
	General lubrication points.
	Perform lubrication on all points specified in TMs, LOs, or LIs.
	

	
	
	
	

	CAB

	
	Cab Door.
	· Hinge and hinge pins: Apply Fluid Film or Carwell.

· Latch/lock: Apply Fluid Film or Carwell.

· Window lift-up mechanism: If not coated with grease, treat with Fluid Film or Carwell.

· Door panel interior: Apply Fluid Film or Carwell.
	

	
	Headlights, Turn Signals, Back-out Drive Light.
	· If opened, spray Type II CPC on internal electrical connections. Small VCI emitter foam tape can be added inside before reinstalling cover.

· Apply Tef-Gel on fastener threads upon installation.

· Seal edges where water could enter light housing with RTV silicone adhesive/sealant.

· Apply Fluid Film or Carwell to crevices of support members.
	

	
	Window Shield.
	· Cab Reducing Hinges and Pins: Apply Fluid Film or Carwell.

· Hinge fasteners; During installation, apply Tef-Gel:  or zinc dust antiseize on threads.

· Rain Gutter: Coat interior with Fluid Film or Carwell.

· Window Locks (Cab Int.): Apply Fluid Film or Carwell
	

	
	· Hood Tiedowns

· Stowage Bracket for Tarp Bows

· Mounting Bracket for Cab hood

· Ring mount bracket

· Light support bracket

 
	Treat attachment points with Fluid Film or Carwell.
	

	
	Mirror.


	· Cab attachment points: Apply Fluid Film or Carwell.

· Springs and Swivels: Apply Fluid Film or Carwell.
	

	
	Hood
	· Hinges: Apply Fluid Film or Carwell.

· Grid attachment points: Apply Fluid Film or Carwell.

· Frame: Apply Fluid Film or Carwell to intermittent welds.

· Latches: Apply Fluid Film or Carwell.
	

	
	Slave Cable Receptacle.
	· Spray Type III CPC inside and install cap.
	

	
	Passenger Bar
	· Attachment Points: apply Fluid Film or Carwell.

· Apply Tef-gel to fastener threads upon installation.
	

	
	Stowage bracket for tarp bows.
	· Treat attachment points with Fluid Film or Carwell.
	

	
	
	
	

	
	
	
	

	CARGO BED AND UNDERBODY

	
	Tool Box
	· Hinge and latch: Apply Fluid Film or Carwell. 

· Support Frame: Apply Fluid Film or Carwell to mating surfaces and crevices.
	

	
	Back-up and turn signal lights
	· If opened, spray Type II CPC on internal electrical connections. Small VCI emitter foam tape can be added inside before reinstalling cover.

· Apply Tef-gel on fastener threads upon installation.

· Seal edges where water could enter light housing with RTV silicone adhesive/sealant.

· Apply Fluid Film or Carwell to crevices of support members.
	

	
	Hoist assembly.
	Apply Fluid Film or Carwell to all crevices and intermittent welds.
	

	
	Tarp Tiedowns
	Apply Fluid Film or Carwell to al crevices.


	

	
	Troop Seat Assembly
	Apply Fluid Film or Carwell to all crevices and hinges.
	

	
	Compressed Air Tank.
	Apply Fluid Film or Carwell to crevices of support frame and retaining hardware.
	

	
	Air Brake Tank Drain Cock Valve
	Apply Fluid Film or Carwell.
	

	
	Brake Cylinders, Emergency and Standard
	· Attaching Clamp: Apply Fluid Film or Carwell to crevice between clamp and cylinder.

· Fittings: Coat entire fitting with silicone sealer type 
	

	
	Transfer Case Shifting linkage between cab and bed
	Apply Fluid Film or Carwell.


	

	
	Wheel lugs
	· Apply Fluid Film or Carwell to all nuts without disassembly.

· During installation/assembly, coat studs with molybdenum disulfide paste or zinc dust anti-seize. 
	

	
	Drop sides, front bulkhead, tail gate assembly
	· Hinges and Hinge Pins: Apply Fluid Film or Carwell.

· Vertical “C” channels: Coat inside surfaces and intermittent weld crevices with Fluid Film or Carwell.
	

	
	ISO Locks
	Coat hinges and moving parts with Fluid Film or Carwell.
	

	
	Fuel Tanks Straps
	Apply Fluid Film or Carwell to crevices between strap and tank.
	

	
	Battery
	Apply petrolatum or other suitable protective compound to battery posts. Apply Tef-Gel or zinc dust antiseize to threads of battery clamping studs. Tef-Gel or zinc dust antiseize on fastener threads.
	

	
	Battery Box
	· Hinge: Apply Fluid Film or Carwell to hinge and hinge rod.

· Frame: Apply Fluid Film or Carwell to all crevices of support frame.
	

	
	Hydraulic Line Fittings
	Flowable DC 3140 RTV silicone sealant (preferred) or Fluid Film or Carwell.
	

	
	Leaf Springs
	Mating Contact Surface: Apply Fluid Film or Carwell.
	

	
	Underbody
	Apply Fluid Film or Carwell to all crevices formed by intermittent welds in cargo bed underbody.
	

	
	Engine Throttle Spring
	Apply Fluid Film or Carwell.
	

	
	Exhaust Piping.
	Apply high temperature touch-up paint CP-P3 as needed.
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