[image: image1.wmf]ABP


ABP Automated Business Power
[image: image2.wmf]POWER SUPPLIES / CHARGERS / VOICE COMMUNICATIONS

            11407 Potomac Oaks Drive, Rockville, MD 20850   www.abpco.com

        Tel: (301) 424-1760  Fax: (301) 424-5222   E-mail: abpco@erols.com

HIGH EFFICIENCY AMPLIFIED SPEAKER  P/N: ABP-HEAS-1
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DESCRIPTION:

The ABP High Efficiency Amplified Speaker part number: ABP-HEAS-1 is a field proven, reliable and robust unit that monitors the received audio of Tactical Transceivers and Encryption units to include AN/PSC-5, MBMMR, AN/PRC-117F, AN/PRC-138B, LST-5, AN/PRC-119 SINCGARS, SINCGARS ASIP, AN/URC-200, KY57/99, Sunburst and many others. This versatile unit connects to the standard 5-pin or 6-pin Handset/Headset receptacle located on most Transceivers and Encryption units. Quick-disconnect receptacles allow the user to connect the Amplified Speaker to a Transceiver/Encryption unit and DC power source on the fly and be operational in a flash. The unit can be located near the Transceiver/Encryption unit  or in a remote location up to 1000’ away. A standard military handset/headset (H-250/U or similar type) can be connected to the Amplified Speaker. The handset/headset is fully functional with or without DC power to the Amplified Speaker.

A special Automatic Level Control (ALC) circuit at the audio input insures constant audio level at the speaker regardless to the level of the received audio from the transceiver/encryption unit. A volume control for speaker loudness and a separate volume control for the handset/headset provide the user with quick and easy audio level adjustment. The speaker is automatically muted when the handset/headset is keyed. A 5 Watts of clear, crisp audio overcomes noisy environment and provides the user with consistent audio clarity at only 0.5% Total Harmonic Distortion (THD). 

The unit operates from any available DC power source within the range of 9 to 36VDC to include 12VDC, 24VDC, 28VDC, standard MIL batteries, vehicle power, aircraft DC power and shipboard DC power. Many ABP power supplies, Power Adapters, Battery Eliminators and DC/DC converters can provide the Amplified Speaker with a nominal DC power. The Amplified Speaker incorporates a super high efficiency audio amplifier that reduces the power consumption from a DC power source by up to 50%. The Amplified Speaker is Alternate Power Source compatible.

SPECIFICATIONS:
Part Number:

ABP-HEAS-1





Audio Input:

1.6 VRMS nominal.
Automatic Level Control:
Provides constant audio level at the speaker regardless to the level of the received audio.
Audio Output: 

5 Watts max.

Total Harmonic Distortion:
<0.5% at 5 Watts.
Audio Band Pass:
 
300 Hz to 3000 Hz min.

Speaker Mute:

Automatic speaker muting when Handset/Headset PTT is keyed.

Power Indicator:

Indicates DC power. Night Vision Goggles (NVG) compatible.

Received Audio Indicator:
Indicates reception of received audio from a transceiver/encryption unit. NVG compatible

DC Input:


9 to 36 VDC. Alternate Power Source compatible.

Operating Temperature:
-400C to +700C, Industrial Grade.

Storage Temperature:
-400C to +850C

Environmental:

Water proof/sand proof/dust proof 

Humidity:

95% Relative humidity

Operating Altitude:

45,000 Feet.

Size:


5.75" H x 4.25" W x 2.9" D (71 cu. in.)

Weight:


2 lbs. 7oz (1.1kg)

Warranty:

1 Year

AVAILABLE ON GSA CONTRACT NUMBER: GS-07F-0200K
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