CHECKING AUDIT TRAILS ON THE CYZ 10 V3 DTD


Note:  The Supervisor CIK must be used to check the Audit Trail on the CYZ 10 V3.

1.  Power on the DTD by pressing <ON/OFF>

2.  Check the default CIK mode

a.  From the DTD Main Menu, select Setup
b.  Select More.  The DTD displays page 2 of the Setup Menu

c.  Select Def_CIK.  The DTD displays the Default CIK Type Menu

d.  Select Display Default CIK.

e.  If the DTD displays CIK Mode: Supervisor, press <CLR>.  Proceed to Step 4

f.  If the DTD displays CIK Mode: User, press <CLR>.  Proceed to Step 3

3.  Insert Supervisor CIK into DTD NOTE:  You will most likely have to do this step approx two time before the DTD recognized the CIK. Just select MAIN MENU and start with letter (a) again

a.  From the DTD Main Menu, select Setup
b.  From the Setup Menu, select Home_Addr
c.  Select Display Address
d.  When the home address is displayed, press <P DN> to view the CIK installed in the DTD.

e.  If a (VALID) supervisor CIK is installed, proceed to Step 4.  

4.  Checking Audit Trail

a.  From the DTD Main Menu, select Audit.
b.  Select View. The DTD will display Use page-up and page-down keys to begin view.

c.  Once Audit trail has been viewed ABORT out of view and select Reset.  DTD will display Please Confirm Choice to Rest Audit Trail NO YES. Select YES.
d.  DTD will display Audit Trail Reset Successful. Press [CLR]

e.  From the DTD Main Menu, select Setup. 
f.  Select More.  The DTD displays page 2 of the Setup Menu 

g.  Select Def_CIK.  The DTD displays the Default CIK Type Menu 

h.  Select Change Default CIK. DTD will display Select new CIK mode:  Supervisor User.  
i.  Select User 
NOTE: Ensure you annotate in you log book that the audit trail have been completed.
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