CREATING SUPERVISOR AND USER CIKS FOR THE CYZ 10 V3 DTD


Note:  These steps are for a CYZ 10 V3 that has been either zeroized or the batteries have died and power was not returned in the time limit of two minutes. The CIKs have been disassociated to the CYZ 10.

1.  Power on the DTD by pressing <ON/OFF>

2.  Check the default CIK mode

a.  From the DTD Main Menu, select Setup
b.  From the Setup Menu, select More.  (The DTD displays page 2 of the Setup Menu)

c.  Select Def_CIK.  The DTD displays the Default CIK Type Menu

d.  Select Display Default CIK.

e.  If the DTD displays CIK Mode: Supervisor, press <CLR>.  Proceed to Step 4

f.  If the DTD displays CIK Mode: User, press <CLR>.  Proceed to Step 3

3.  Insert Supervisor CIK into DTD

NOTE:  You will most likely have to do this step approx two time before the DTD recognized the CIK. Just select MAIN MENU and start with letter (a) again

a.  From the DTD Main Menu, select Setup
b.  From the Setup Menu, select Home_Addr
c.  Select Display Address
d.  When the home address is displayed, press <P DN> to view the CIK installed in the DTD.

e.  If a (NULL) supervisor CIK is installed, proceed to Step 2.  

4.  Check for the presence of a filled (NULL) CIK.

a.  From the DTD Main Menu, select Setup
b.  From the Setup Menu, select Home_Addr
c.  Select Display Address
d.  When the home address is displayed, press <P DN> to view the CIK installed in the DTD.

e.  If a (NULL) supervisor CIK is installed, proceed to Step 5

f.  If a (NULL) user CIK is installed, proceed to Step 5

g.  If a empty  CIK is installed, proceed to Step 6

5.  Delete the (NULL) CIK

a.  Press <DEL>

b.  The DTD displays Erase CIK?  No, Yes.  Select Yes
c.  The DTD briefly displays Please Wait, and then displays CIK erase successful Press [CLR].  Press <CLR>

d.  If the DTD does not Erase the CIK the dtd will have to be zeroized and you will have to start all over again.

6.  Initialize a new CIK

a.  From the DTD Main Menu, select Util.  

b.  From the Util Menu, select cIk.  The DTD displays the CIK Menu

c.  Select Itcik.  The DTD displays Enter CIK Serial Number
d.  Enter the last 4 digits of the DTD’s serial number and 02 for Local Elements Supervisor CIK or if a User CIK is being created start with 03.  The DTD displays Enter CIK Index [1..8]  NOTE:  3 thru 8 are to use for the User CIK.  

e.  Enter a number, which applies 1 for EKMS Managers Supervisor CIK, 2 for Local Elements Supervisor CIK, 1 thru 8 are to use for the User CIK.  The DTD briefly displays Please stand by.  The DTD displays Tap [ENTR] repeatedly until requested to stop 
f.  Press <ENTR> repeatedly (about 32 times usually works) until the DTD displays Stop pressing [ENTR] Please stand by
g.  The DTD displays Operation Successful Press [CLR]
h.  Press [CLR].  The DTD displays the CIK Menu

i.  Proceed to Step 7.

NOTE:  The following steps must be done in the Supervisor Mode.

7.  For DTD that have lost power proceed with the following steps.  For DTD that have been zeroized proceed to Step 8. 

a.  From the DTD Main Menu, select Date. Enter in valid date.

b.  From the DTD Main Menu, Select Time. Enter in valid time.

c.  From the DTD Main Menu, Select Setup.
d.  From the Setup Menu, Select Serial#. Enter in DTD’s serial number.

e.  Select More
f.  Select Auto_Off. Enter in 02:00.

g.  From the DTD Main Menu, select Util
h.  From the Util Menu, Select Audit
i.  Select View. The DTD will display Use page-up and page-down keys to begin view.

j.  Once Audit trail has been viewed ABORT out of view and select Reset.  DTD will display Please Confirm Choice to Reset Audit Trail NO YES. Select YES.
k.  DTD will display Audit Trail Reset Successful. Press [CLR] 

l.  From the DTD Main Menu, select Setup. 
m.  From the Setup Menu, Select More.  The DTD displays page 2 of the Setup Menu 

n.  Select Def_CIK.  The DTD displays the Default CIK Type Menu 

o.  Select Change Default CIK. DTD will display Select new CIK mode:  Supervisor User.  

p.  Select User 

q.  Proceed to step 4 to create a User Cik

NOTE: Ensure you annotate in you log book that the audit trail have been completed.

8.  For DTD that have been zeroized. 

a.  From the DTD Main Menu, select Util. 
b.  From the Util Menu, Select Audit
c.  Select View. The DTD will display Use page-up and page-down keys to begin view.

d.  Once Audit trail has been viewed ABORT out of view and select Reset.  DTD will display Please Confirm Choice to Rest Audit Trail NO YES. Select YES.
e.  DTD will display Audit Trail Reset Successful. Press [CLR]

f.  From the DTD Main Menu, select Setup. 
g.  From the Setup Menu, Select More.  

h. Select Def_CIK.  The DTD displays the Default CIK Type Menu 

i.  Select Change Default CIK. DTD will display Select new CIK mode:  Supervisor User.  

j.  Select User 

k.  Proceed to step 4 to create a User CIK

NOTE: Ensure you annotate in you log book that the audit trail have been completed.
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